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For professional cleaning
and maintenance contact:
Lew’s Speed Services
Phone: 417-522-1093
FAX:1-417-881-5387
service @lews.com

One Year Limited Warranty

For Warranty information and registration go to lews.com
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Maintenance and Care

When applying lubricant to your Speed Spool® reel,
avoid using multi-purpose oil. Use lightweight oils or
greases made for fishing reels. Apply oil to all bearings,
the crankshaft and the worm gear. Apply grease to the
bushings, pinion gears, drive gears, and crank gears.

After usage, your reel should be inspected for dirt or
sand and cleaned if excessive build-up is present. If
your reel has come in contact with saltwater it is
important to flush all parts with water, dry and
re-lubricate your reel. Through diligent cleaning and
maintenance your Lew’s® reel will provide you with
years of reliability and sound performance.

fig 1 To remove palming sideplate pull locking pin (63)
away from reel body.

Pull spring
loaded locking
pin (63).

’LUBE PORT

TO OPEN,
rotate palming
sideplate up.

NO, PARTNAME NO, PARTNAME NO, PARTNANE

1| FRAME 44 | DRIVE GEAR 81 | BALLBEARING (%2

2 | CLUTCHBAR PLATE R) 45 | DRAG WASHER (L'3) 82 | HANDLE KNOB SCREW (2)
3 | CLUTCHBAR PLATE (1) 46 | DRAG WASHER (D1) 83 | HANDLE KNOB CAP '2)
4 | CLUTCHBARASSEMBLY 47 | DRAG WASHER (4) 85 | HANDLE NUT

6 | CLUTCH BAR SCREW 48 | DRAG WASHER (02) 86 | HANDLE NUT RETAINER
7 | LEVELWIND ASSEMBLY 49 | SLEEVE WASHER(OPTIONAL) | 87 | SCREW

8 | pire 50 | SLEEVE 8 | spooL

9 | worM SHAFT 51 | GEAR SIDE PLATE 88X | SPOOL ASSEMBLY

10 | BALLBEARING 51X | GEAR SIDE PLATEASSEMBLY | 89 | BALLBEARNG

12 | IDLER(S) 53 | ONE WAY CLUTCH W | PN

13 | WORMSHAFT PIN 54 | O-RING 91 | BRAKE HOLDER

15 | WORMSHAFTBUSHING () |55 | BALLBEARNG 92 | BRAKE SHOE (4)

16| WORM SHAFT WASHER(OPTIONAL) | 56 | BEARING RETAINER 93 | BRAKE SHOE SPRING (4)
17 | ERING 57 | CAST CONTROL CAP 94 | MAGNET PLATE

18 | PILLAR 57X | CAST CONTROL CAPASSEMBLY | 95 | MAGNET PLATE SCREW (2)
19 | LEVELWIND PIN 58 | CLICKER 9 | PALMSIDE PLATE

20 | SPACER(OPTIONAL) 59 | CLICK PLATE 96X | PALM SIDE PLATE ASSEMBLY
21 | LEVEL WINDNUT 60 | CLICK PLATE RETAINER 9 | CONTROLDIAL

22 | FRONT COVER 61 | TENSION WASHER 99 | SPOOL COVER ASSEMBLY
23 | FRONT COVER SCREW 62 | SPOOL SPACER () 100| MAGNET HOLDER ASSEMBLY
24 | BALLBEARING 63 | LOCKING PIN 105| SPOOL COVER SCREW (*3)
25 | CRANK SHAFT 64 | E-RNG 106 | SPOOL SPACER (A)

26 | IDLER (L) WASHER (A) 65 | LOCKING PIN SPRING 107 | BALLBEARNG

27 | IDLER (1) 66 | GEAR SIDE COVER SCREW (A)  [108| BEARING RETAINER

28 | IDLER (L) WASHER (8) 67 | GEAR SIDE COVER SCREW (B'2) {118 | CLUTCH SCREW

29 | BEARING PLATE 69 | LUBE PORT CAP 121 SLIDE CAMSPRING (3)
30 | ERING 70 | LUBE PORT CAP SCREW 122 SLIDE CAM (H)

31 | BEARNGPLATESCREW(2) |71 | DRAGSPRINGWASHER(2) 123 | SLIDE CAM SCREW (3)
33 | CLUTCH CAM 72 | CLICKHOLDER 124 SLIDE CAM (D)

34 | CLUTCH SPRING 73 | STAR DRAG 15| CLICK SPRING

35 | KICKLEVER 73X | STAR DRAG ASSEMBLY 126 | SPOOL COVER SPACER (3)
36 | KICK LEVER SPRING 74 | CLICKER 127 | LINK PLATE

37 | CAMPLATE 75 | CLICK PLATE 128 | LINK PLATE SCREW

38 | CAM PLATE SCREW () 76 | CLICK PLATE RETAINER 13| HOOK HOLDER

39 | PINION YOKE 77 | HANDLE WASHER 134 | HOOK HOLDER WASHER(OPTIONAL)
40 | PINION GEAR 78 | HANDLE 135 | HOOK HOLDER SCREW
41 | PINION YOKE SPRING ('2) 78X | HANDLE ASSEMBLY 136 | HOOK HOLDER SPRING
42 | RATCHET 79 | BALLBEARING (%) 15 | BUSH

43 | RATCHET WASHER 80 | HANDLE KNOB ('2)
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